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§ 418.23 Effluent limitations quidelines 
representing the degree of effluent 
reduction attainable by the applica-
tion of the best available tech-
nology economically achievable. 

Except as provided in §§ 125.30 
through 125.32, the following limita-
tions establish the quantity or quality 
of pollutants or pollutant properties, 
which may be discharged by a point 
source subject to the provisions of this 
subpart after application of the best 
available technology economically 
achievable. 

Effluent characteristic 

Effluent limitations 

Maximum for 
any 1 day 

Average of 
daily values 
for 30 con-

secutive days 
shall not ex-

ceed— 

Metric units (kilograms per 
1,000 kg of product) 

Ammonia (as N) ................ 0 .05 0 .025 

English units (pounds per 1,000 
lb of product) 

Ammonia (as N) ................ 0 .05 0 .025 

[51 FR 24999, July 9, 1986] 

§ 418.24 [Reserved] 

§ 418.25 Standards of performance for 
new sources. 

The following standards of perform-
ance establish the quantity or quality 
of pollutants or pollutant properties, 
controlled by this section, which may 
be discharged by a new source subject 
to the provisions of this subpart: 

Effluent characteristic 

Effluent limitations 

Maximum 
for any 1 

day 

Average of daily 
values for 30 

consecutive days 
shall not ex-

ceed— 

Metric units (kilograms per 
1,000 kg of product) 

Ammonia (as N) ................... 0.11 0.055 
pH ........................................ (1) (1) 

English units (pounds per 
1,000 lb of product) 

Ammonia (as N) ................... 0.11 0.055 
pH ........................................ (1) (1) 

1 Within the range 6.0 to 9.0. 

§ 418.26 Pretreatment standards for 
new sources. 

The pretreatment standards under 
section 307(c) of the Act for a source 
within the ammonia subcategory, 
which is a user of a publicly owned 
treatment works (and which would be a 
new source subject to section 306 of the 
Act, if it were to discharge pollutants 
to the navigable waters), shall be the 
standard set forth in 40 CFR part 128, 
except that, for the purpose of this sec-
tion, 40 CFR 128.133 shall be amended 
to read as follows: 

In addition to the prohibitions set forth in 
40 CFR 128.131, the pretreatment standard for 
incompatible pollutants introduced into a 
publicly owned treatment works shall be the 
standard of performance for new sources 
specified in 40 CFR 418.25; provided that, if 
the publicly owned treatment works which 
receives the pollutants is committed, in its 
NPDES permit, to remove a specified per-
centage of any incompatible pollutant, the 
pretreatment standard applicable to users of 
such treatment works shall be correspond-
ingly reduced in stringency for that pollut-
ant. 

§ 418.27 Effluent limitations guidelines 
representing the degree of effluent 
reduction attainable by the applica-
tion of the best conventional pollut-
ant control technology. 

The following limitations establish 
the quantity or quality of pollutants or 
pollutant properties, controlled by this 
section, which may be discharged by a 
point source subject to the provisions 
of this subpart after application of the 
best conventional pollutant control 
technology. 

Effluent characteristic Effluent limitations 

pH ................................... Within the range 6.0 to 9.0. 

[44 FR 50742, Aug. 29, 1979] 

Subpart C—Urea Subcategory 

§ 418.30 Applicability; description of 
the urea subcategory. 

The provisions of this subpart are ap-
plicable to the manufacture of urea. 
Discharges attributable to shipping 
losses and precipitation runoff from 
outside the battery limits of the urea 
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